
Procedure Reference Version Effective Date Review Date Page Number Date Printed 

Waterjet -SOP V1 1/09/2019 1/09/2022 1 2/09/19 

 

 

SAFE OPERATING PROCEDURE (SOP)  

Waterjet Cutter 

ALL OPERATORS USING THE WATERJET CUTTING MACHINES MUST BE FULLY TRAINED IN THE FUNCTION, 

OPERATION AND SAFETY OF THE MACHINE.  

Operators must familiarise themselves with the location of emergency stop buttons, safety switches, mains 

isolators and valves.  

COMPULSORY PPE 
 
 
 
 
 
 

 

Pre-Operational Safety Checks 
1. Check the position of the slats before placing heavy objects on them. 
2. Always wear safety glasses when operating the waterjet. Ensure any onlookers are standing at a safe distance 

and, also wearing eye protection. 
3. Ear protection must be work when not submerging the material during cutting. 
4. Wear approved protective clothing such as safety shoes or boots and gloves. 
5. Ensure all operators are familiar with the location of the emergency stop buttons and all operational 

functions described in the operating instructions section on User’s Manual before operating.  
 

EMERGENCY STOP MAP 
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Housekeeping 

1. Any oil or water spills on the floor should be immediately cleaned from the workstation to prevent accidents. 

 
Potential Hazards 

1. A high-speed jet laden with abrasives is a powerful cutting tool that easily can remove fingers and more.  
2. Wear safety glasses to keep abrasive particles out of your eyes. 
3. Use hearing protection when the jet is not submerged during cutting. 
4. Do not walk on material support slats.  
5. Keep guards on and cover closed. 

 

SPECIAL NOTES 
No personnel are to use this equipment prior to obtaining: 

- Competency in the correct use of the equipment 
- Full training on how the machine works and operates 
- Reading and fully understanding the operator’s manual – can be located in the Recopak Manuals Draw 

(marked on Recopak Map) 
- Reading the standard operating procedure 
- Undergoing through practical training while properly supervised 

 

This SOP does not cover all possible hazards associated with this equipment or procedure 

and should be used in conjunction with other references. It is designed as a guide to be 

used to compliment training and as a reminder to users prior to use. 

 




